
Armor IP66 



IP66 10A 1 Gang Doorbell Weatherproof Switch 

with LED indicator.

IP66 20A 1 Gang 

2 Way Switch with 

LED indicator

IP66 20A 2 Gang 

2 Way Switch with 

LED indicator

Prefinished and constructed from ultraviolet

radiation resistant material.

Product features:

Weather and dust resistant with rubber 

gaskets seals that are rated to IP66.

Switches have LED indicators.

Armor IP66 

01 02



Armor IP66 

IP66 1 Gang Socket Enclosure

+ T&J brand 86mm Socket

Weatherproof boxes with a safe reliable design 

that provides weather + dust resistant operation.

The switches and sockets are safe to use 

outdoors or near wet or damp areas.

Product features:

Optimised clasp design allows  

easy pass through for cables.

IP66 socket enclosures are compatible

with 86mm height T&J wall plates.

Lock holes provide

for anti-theft.
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Armor IP66 Design

product   Model No.    Description    Dimensions          Pack
(carton/box)

E0201 1 Gang Weatherproof Enclosure 
for Socket

155.1X101.84
X87.7 mm

20/1

E0202 2 Gang Weatherproof Enclosure 
for Socket

163.3X155.2
X87.7 mm

20/1

E2102L-2

E2122L-DP

83X83X68 mm

83X83X68 mm

20/1

20/1

20A 2 Gang 2 Way Weatherproof 
Switch with LED indicator

20A 2 Gang DP Weatherproof 
Switch with LED indicator

20A 1 Gang DP Weatherproof 
Switch with LED indicator

E2101L-2

E2110L

E2117

E2121L-DP

83X83X68 mm

83X83X68 mm

83X83X68 mm

83X83X68 mm

20/1

20/1

20/1

20/1

20A 1 Gang 2 Way Weatherproof 
Switch with LED indicator

10A 1 Gang Doorbell Weatherproof 
Switch with LED indicator

20A 1 Gang Intermediate 
Weatherproof Switch

E8213SL-DP 13A 1 Gang Weatherproof Socket
with Independent Switch with LED
indicator

10/1180.5X83
X80.5 mm

* note: T&J provides more options for 
inner modules.

Single Gang Assembly

IP66 Switch Installation

IP66 Socket Installation

switch cover 

cable sealing plug
main body

cable sealing plug
surface mounting box

cover   

socket    

surface mounting box  

binding  clip  

recommended

for use with T&J

86mm sockets

screws

cable sealing plug

Armor IP66 
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